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SECTION | e

. [_[MANUGFACTURER'S NAME i : o ;; TEN E NO.
E_‘gng;g%_L_gg_gger Manufacturing Cc. 5‘7 -—%-45
ADDRESS (NUMBER, STREET, CITY, STATE, & ZiFP CODE) .
3150 Brannon, St. Louis, Missouri 63139 B
CHEMICAL NAME AND SYNONYMS TRA v G SYNONYMs
mer - Top Coat
CHEMICAL FAMILY FORMULA o
Solvents-Mixed U-1385
SECTION Il HAZARDOUS INGREDIENTS
PAINTS, PRESERVATIVES & SOLVENTS "9,* T LV (UNITS) ALLOYS AND METALLIC COATINGS o fTiv iuriTes
b 1 .
PIGMENTS BASE METAL" 2
CATALYST L A ALLOYS
VEHICLE METALLIC COATINGS
FILLER METAL .
SOLVENTS 0d 100 PLUS COATING OR CORE FLUX
ADDITIVES ‘ OTHERS
OTHERS
! — T
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES 5 TLV (JH1TSH
R _ Acetates 701 100
. Ketones 30 200
SECTION Il PHYSI‘CAL DATA
BOILING POINT CUF) . 174 SPECIFIC GRAVITY (H,0=1) . ° 0.9
L]
VAPOR PRESSURE (MM HG,) 76 .0 :sRvCOELNJMé?t,”lLE 100
VAPOR DENSITY (AIR = 1) Heavier E‘B_“fgb‘ﬁfdfé;-.ﬁl) , 4.6
SOLUBILITY IN WATER | Moderate
APPEARANCE AND ODOR e ‘14 d - Odor ﬁcetates é Ketonejs

SECTION IV FIRE AND EXPLOSION HAZARD DATA

BFLASH ?INT (%ujg EEE bel Flmable) FLAMMASLE LIMITS ___15516*_ ““‘idsgi;ﬁ—_’f

EXTINGuIsRING MEP 3090, Dry Chemical or Foam (NFPA) Clags B extinguishers
SPECIAL FIRE FIGHTING PROCEDURES .
Do not ggg water.
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SECTION V HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE
SEE SECTION II

EFFECTS OF OVEREXPOSURE

| Eye and Skin Contact: Primary irritation. Inhalation: Irritation of tne

respiratory tract and/or narcosis. ) B
EMERGENCY AND FIRST AtD PROCEDURES . ) . .

Eye Contact: Flush with water for 15 minutes. Take to physician. )
Skin Contact: Wash with soap and water. Notify physician. _ ]
Inhalation: Presh air and treatment for effects of solvent fumes.

| Pnysician consultation: Do not induce vomiting if ingested.

SECTION Vi REACTIVITY DATA

CONDITIONS TO AVOID
STABILITY UNSTABLE on
—
STABLE ) 4
INCOMPATABILITY (MATERIALS TO AVO!O)
None
HAZARDOUS DECOMPOSITION PRODUCTS
None _
CONDITIONS TO AVQID
HAZARDOUS may Becur

POLYMERIZATION

wilL NnoT occur{ X

SECTION VIi SPILL OR LEAK PROCEDURES '

STEPS TO BE TAKEN {N CASFE MATERIAL IS RELEASED OR SPILLED

Remove all sources of iznition’(flamés, hot surfaces and electrical
static or frictional sparks). Avoid breathing vapors. Ventilate area.
Remove with inert absorbent and non sparking tools.

WASTE DISPOSAL METHOD

Dispose in accordance with local, 8tate, and federal regulations.
Incinerate in approved facility. Do not incinerate closed containers.

-—

SECTION Vill SPECIAL PROTECTION INFORMATION

R ‘SPlnATORY PROQTECTION (SPECIFY TYRPE) Agg
outdoor, restricted, ven ated, or confined).

LOCAL EXHAUST SPECIAL

Provide generel dilution or local exhaust ventilation in
IECHANICAL (GENERAL) STHER

;olﬁﬁé Eat ern to keap TLV below acceptabl]rlimit.

§VE PROTECT!

Totect against liquid splashes.

ventication

PROTECTIVE GQLOYKS
Qgg,rea for prolonged contact,
OTHER PROTECTIVE EQUIPME

| Prevent pro ongeﬁrskin contact to contaminated clothing.

SECTION IX SPECIAL PRECAUTIONS

PRECAUTIONS TG BE TAKEN ‘N HANDLING AND STORING

Do not store above 120°F. Store large quantitiés in buildings designed
and .protected for storaze of NFFA Class 1B flammable liqulds.

DTHER PREC AUTIOMS

Do _pot take imternally. Grouﬁd containers when pouring. Avoid free fall
| pouring in excesse of a few inches. Grounding & avoidance of free fall |
pouring ie IOr handliNg  g\ERGENCY PHONE NUMBER

large volumes.
. STERLING.LACQUER MFG. COMPANY 314-175-4450
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